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If the machine has been used until the Red light illuminates on the battery level indicator on the machine, a full recharge of the batteries (10-12 hours) will be required. Failure to carry out this this 
procedure may cause damage to the batteries. Charging the batteries after every use is recommended.
PLEASE ENSURE RED SOCKET IS LEFT DISCONNECTED AFTER RECHARGE IF THE MACHINE IS NOT TO BE USED ON A DAILY BASIS

Use and Maintenance 
- SW4000

ATTENTION! Do not use the machine before you have read and understood the Instructions for User Manual

3.  Check the main broom bristles wear 
out.

2.  For the battery version check the 
battery voltage and charge if  
needed.

4.  Check that the main broom is 
freely rotate and free from ropes 
or debris.

5.  Check the height of side brooms  
and their wear condition.

1.  Check the diesel fuel tank level/LPG 
bottle/ Battery charge. In case refill/
change the LPG bottle.

.

11.  Check the brakes. If needed check 
the brake’s cable adjustment.

12.  Check the main broom belt tension 
and general condition

8.  Check the hopper seal for good dust 
control. 

6.  Inspect and blow with air the main 
dust control filter.

7.  Before sweeping operate the filter 
shaker to clean the main filter from 
dust.

9.  If present check the water filter of 
the misting system

10.  Check that water is coming from 
the nozzles.
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Проверьте уровень топлива 
в баке/баллон с сжиженным 
газом/ заряд батареи. 
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Проверьте напряжение
батареи и при
необходимости зарядите ее
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Проверьте, изношена ли
щетина основной метлы
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Убедитесь, что основная метла
свободно вращается и 
ощищена от веревок
и мусора.
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Проверьте высоту боковых метел
и состояние их износа
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Осмотрите и продуйте 
воздухом главный 
пылезащитный фильтр
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Перед подметанием 
используйте шейкер фильтра, 
чтобы очистить основной фильтр
от пыли.
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Проверьте плотно ли закрыт
бункер для хорошей защиты 
от пыли.
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При наличии проверьте водяной
фильтр на наличие конденсата
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Убедитесь, что вода поступает
из форсунок.
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Проверьте тормоза. 
При необходимости проверьте
регулировку троса тормоза
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Проверьте натяжение основного 
ремня щеток и общее состояние
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Если машина использовалась до тех пор, пока на индикаторе уровня заряда батареи на машине не загорится красная лампочка, потребуется полная перезарядка батарей (10-12 часов). Невыполнение этой процедуры может привести к повреждению батарей. Рекомендуется заряжать батареи после каждого использования.
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